MagicWriter External 

USB 4x4x6 CD Rewritable Drive 



USER'S GUIDE 



jp i/o/Magic 



External USB CD-RW 
User's Guide 

Dear Customer: 

Congratulations on the purchase of your CD-RW drive. We can assure you 
that it is made from new state-of-the-art chipsets and components. Your 
product has also gone through the most rigorous test and quality assurance 
procedures in the industry. 

We all want to express our sincere gratitude for your decision to purchase our 
product. Our commitment to you is to provide a product that is easy to install 
and use. 

We began with one PCMCIA sound product in 1993. Since then, our company 
has grown and now offers more than thirty products in the computer market, 
including CD-ROM drives, 3D stereo sound cards, wave table sound cards, 
PCMCIA devices, accelerated 3D graphics cards, CD Rewritable drives, 
modems, scanners, USB cards, digital cameras, DVD drives and even MP3 
playback devices. In the coming months we will introduce products using 
wireless technology, integrated multimedia solutions with video capture 
capabilities, video conferencing, and many other exciting technologies. 

We hope you enjoy using your new product, and look forward to earning your 
business in the coming years. 
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Copyright Statement 

It is a criminal offense, under applicable copyright laws, to make 
unauthorized copies of copy right- protected material, including computer 
programs, films, broadcasts and sound recordings. This equipment should 
not be used for such purposes. 



Notice: 


I/OMAGIC Corporation makes no warranty of any kind with regards to this material, including, 
but not limited to, the implied warranties of merchantability and fitness for a particular product. 

I/OMAGIC Corporation shall not be liable for errors contained herein or for incidental 
consequential damages in connection with the furnishing, performance, or use of this material. 

Every effort has been made to ensure that the information in this manual is accurate. I/OMAGIC 
Corporation is not responsible for printing or clerical errors. 

Mention of third party products is for information purposes only and constitutes neither an 
endorsement nor a recommendation. I/OMAGIC Corporation assumes no responsibility with 
regards to the performance of these products. 

This document contains proprietary information, which is protected by copyright (see below). 
The information contained in this document is subject to change without notice. 


Trademarks: 


Microsoft is a registered trademark of Microsoft Corporation. Windows, Windows 95 and the 
Windows 95 logo are trademarks of Microsoft Corporation. IBM is a registered trademark of 
International Business Machines Corporation. All other trademarks and product names used 
within this manual are the property of their respective companies and are hereby acknowledged. 


Copyright: 


© 2001 I/OMAGIC Corp. all rights reserved. No part of this publication may be reproduced, 
transmitted, transcribed, stored in a retrieval system, or translated into any language or 
computer language, in any form, by any means, without prior written consent of I/OMAGIC. 


Warranty: 


I/OMAGIC Corporation warrants that the products it sells will be free from defects in materials 
and workmanship. Consult the warranty card for complete warranty information. 
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FCC Compliance Statement 

This device complies with Part 15 of the FCC Rules. Operation is subject to 
the following two conditions: 

• This device may not cause harmful interference, and 

• This device must accept any interference received, including 
interference that may cause undesired operation. 



FCC Warning Statement 

This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are 
designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses and can emit radio 
frequency energy and, if not installed or used in accordance with the 
instructions, may cause interference to radio communications. However, 
television reception interference can be determined by turning the equipment 
off and on. The user is encouraged to correct the interference by one or more 
of the following measures: 

• Reorient or relocate the receiving antenna 

• Increase the separation between the equipment and the receiver 

• Connect the equipment into an outlet different from that to which the 
receiver is connected 

• Consult the dealer or an experienced radio/TV technician for help. 



Changes or modifications not expressly approved by the party responsible for 
compliance could void the user's authority to operate the equipment. 

For Europe 



"The drive is in conformity with the EMC directive and low-voltage directive." 



Caution 
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Introduction 

Congratulations on your purchase of the External USB 4x4x6 CD Rewritable 
drive. We are sure that you will enjoy this product in the years to come. This 
product is a high performance USB interface CD-RW drive with 6X (read), 4X 
(write) and 4X (re-write). 

The bundled CD-RW mastering software gives you the ability to archive, 
distribute or create your own CD's (CD-ROM/XA), CD Bridge, Multi-session 
CD, CD-I, and CD-DA from your computer's desktop. 

The drive can automatically recognize the media placed in the drive, whether 
a CD, a CD-R or a CD-RW disc. The application included allows you to read 
and pre-master CD-R or CD-RW discs, plus file system (drag and drop) for 
archiving, data interchange and back up, on both CD-R and CD-RW discs. 

User friendliness is further enhanced as this drive can be used as a PnP (Plug 
and Play) CD-ROM drive for all PC operating systems, such as Windows 
98/Me/2000. You can use the two quick select buttons to manually control 
music CDs without running any software programs. 

The CD-RW drive, supporting all writing modes, extends operational 
versatility and CD formats (CD-DA, CD-ROM etc., include CD-UDF as 
standardized by OSTA). Furthermore, the erase function is supported for CD- 
RW discs allowing repetitive use. 
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Features 

Standard Features of Your CD Rewritable Drive 

• 4X Writing, 4X Rewriting, 6X Reading 

• 2MB buffer size 

• USB 1.0 Interface 

• Anti Vibration System 

• Emergency Eject 

• Dust Protection System 

Backup and Disaster Recovery 

• Protect, secure and restore your most valuable data 

• Restore operation systems, software, and data files 

Backup and Disaster Recovery 

• Download and create your own MP3 music CDs 

• Make compilations of CDs from your audio CD library 

• Play your custom CDs on any home or car CD player 

Make Copies of Your Favorite CD 

• Make a backup copy of your favorite CD application 

• Requires another CD-ROM drive to read the CD 

Create Photo Albums 

• Archive images from a digital camera or scanner 

• Save photographs and video clips from the Internet 

Share Your Data With Others 

• CD-RW media is perfect for personal data storage 

• CD-R media can be read by standard CD-ROM drives 

Easy Installation 

• Includes software drive on CD for quick setup 

• Connect and disconnect without restarting your PC 

• Includes industry standard recording software for the PC 
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Specifications 



Drive Type 


External CD-ReWritable Drive 


OS Compatibility 


Win 98, ME, 2000, 


Data Transfer 
Rate 


Write 600 KB/sec (4X) 
Kewrite ouu r\b/sec (4a) 
Read 900 KB/sec (6X) 


Access Time 


150 ms 


Buffer Size 


2 MB 


llUclldCc 


UlllVUIbdl OUIIdl DUo IUODJ 


Disk Format 


CD-R, CD-RW, CD-ROM (model and mode 2), CD- 
ROM XA (mode 2, form 1 and form 2), CD-DA, CD-I 
(mode 2, form 1 and form 2), Photo CD (single- and 
multi-sessions), Video CD, CD-Extra, Mixed mode CD 


Writing Method 


Disc at Once 
Track at Once 
Multisession 

Variable & Fixed Packet Writing 


Disk Size 


80mm and 120mm 


Power 

Requirement 


DC 5V± 5%, Maximum 700mA, Nominal 500mA 
DC 12V± 5%, Maximum 1A, Nominal 450mA 


Warranty 


Limited One Year 
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Contents Of Your Package 

• External USB CD-RW Drive. 

• USB Interface Cable. 

• Nero Burning ROM CD Creation Software for the PC. 

• 1 Blank CD-RW Disk. 

• AC Adaptor. 

• Driver Installation CD. 

• Manual. 

• Warranty Card. 



System Requirements 

• Pentium 233 Mhz or higher with built-in USB controller. (Some USB 
controllers or motherboards may not support all types of USB devices.) 

• 32MB of RAM or higher 

• Microsoft Windows 98, Windows Me, Windows 2000 Professional. 

• 4X CD-ROM drive or higher for driver installation. 

• 50MB free hard drive space for installing software. 750MB of free hard 
drive space is needed when duplicating a CD through HD (10 MB of 
free space for each minute of recorded music) 
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Product Description 
Front View 



Note: Product may vary slightly from picture 
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1. Headphones Jack: Attach headphones or self-amplified speakers. 

2. Volume Controller: Adjusts headphone volume level. 

3. Writing Indicator: Lights up while data is being written to or erased 
from the disc. Please refer to the chart below for detailed status 
description. 

4. Disc In indicator: Lights up while data is being read from the disc; 
flashes during seek operation. Please refer to the chart below for detailed 
status description. 

5. Play/Skip Button: Play audio CD and skips one track forward if press 
again. 

6. Open/Close Button: Open and close for disc loading and removal. 



Indicator Status 



Indicators 


Status Description 


Writing 


Disc In 


Off 


Off 


Drive Ready, No Disc Loaded 


Off 


Blinking Green 


Power on or Reading. 


Off 


Steady Green 


Disc Loaded And Ready To Be Accessed 


Blinking Red 


Blinking Green 


Test Before Writing 


Steady Red 


Blinking Green 


Writing 
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Rear View 




12 3 4 

1. Audio Output Connector: Provides an alternative option other than 
the headphone on the front panel. Suitable for the connection of self- 
amplified speaker. 

2. Digital Audio Output Connector: Offers high quality audio effect by 
outputting digital signal to D/A converter. 

3. USB Interface Connector: Connects the CD-RW drive to the USB 
cable. 

4. Power Switch: Turn on or turn off. 



Left View 







L 


I 















1 2 



1. Power Supply Connector: Connects the CD-RW drive to the AC adapter. 

2. Power LED: Indicates the power supply status 
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Hardware Installation 

Check to make sure you have at lease one available USB port on your 
computer. Also check that the power plug is suitable with the power outlet in 
your office or home. 



Note: Some USB hubs may not be able to detect the CDRW 
drive. In which case, you will have to connect the USB cable 
directly to the USB port of your computer system. 



|^^j~Power on your computer. Wait until Windows has fully loaded. 



Connect the AC adaptor to the CD-ReWritable drive and the power 
outlet 




3 



Turn on the power. The power indicator should turn on at this time. 
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■ Connect the CD-ReWritable drive to the PC's USB slot with the USB 
cable. 




Your computer system will automatically detect the presence of your 
new CD-ReWritable drive. Proceed to the Software Installation 

procedure for your operating system. 



Note: This CD Rewritable drive must be horizontally 
installed and operated. 
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Driver Installation 

Windows 98 

^J~Power on your computer and wait until Windows has fully loadedT 



Power on your CD-RW drive FIRST, and then plug the USB cable from 
the back of the CD-RW drive into your computer's USB port. 



Your computer should find the new hardware and bring up the "Add 
New Hardware Wizard" window. Press the "Next" button. 



Add New Hardware Wizard 
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Select the "Search for best drive" option and press the "Next" 
button. 



Add New Hardware Wizard 




Put a check box on "Specify a location", and uncheck everything 
else. Then hit the "Browse" button and select "A:\Win98&2000" 

where A is your floppy drive letter. Then press the "Next" button. 



Update Device Driver Wizard 
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Press "Next" after it has found your new hardware drivers. 



Add New Hardware Wizard 




< Back f Next > \ Cancel 



j^^j~Press "Finish" to complete your new hardware driver installation^ 



Add New Hardware Wizard 




Finish I Cancel 



You should now see a new drive letter under "My Computer". 
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Windows Me 

^Jj~~Power on your computer and wait until Windows has fully loadedT 



Power on your CD-RW drive FIRST, and then plug the USB cable from 
the back of the CD-RW drive into your computer's USB port. 



Your computer should find the new hardware and bring up the "Add 
New Hardware Wizard" window. Press the "Next" button. 



■ Select the "Specify the location" option and press the "Next" 
button. 



|Add New Hardware Wizard 










Windows has found the following new hardware: 






USB Optical Storage Device 






Windows can automatically search for and install software 
that supports your hardware. If your hardware came with 
installation media, insert it now and click Next. 






What would you like to do? 




^^^^ 


Automatic search for a better driver (Recommended] 






(* 'ipzoly 'lir ahon ot »!■.* dnv*i lAd. --antedt 








<Back | Next> | Cancel | 
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Put a check box on "Specify a location", and uncheck everything 
else. Then hit the "Browse" button and select "A:\WinME" where A 
is your floppy drive letter. Then press the "Next" button. 



Add New Hardware Wizard 




Windows will search for new drivers in its driver database 
on your hard drive, and in any of the following selected 

(* Search for the best driver for your device. 
[Recommended). 

|~ Removable Media (Floppy, CD-ROM...) 
p' Specify a Jocation: 

|AAWinME ~ £J [f Browse 



C Display a list of all the drivers in a specific location, so 
you can select the driver you want. 



< Back 



Next > 



Cancel 



Press "Next" after it has found your new hardware drivers. 



Add New Hardware Wizard 




Windows driver file search for the device: 
USB Optical Storage Device 

Windows is now ready to install the best driver for this 
device. Click Back to select a different driver, or click Next 
to continue. 

Location of driver: 

A:\WINME\USBST0~1.INF 



< Back 



Next > 



Cancel 
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j^^^~P~ress "Finish" to complete your new hardware driver installation. 



Add New Hardware Wizard 




< Back li Finish I 



You should now see a new drive letter under "My Computer". 



Windows 2000 

|^^^~Power on your computer and wait until Windows has fully loadedT 



Power on your CD-RW drive FIRST, and then plug the USB cable from 
the back of the CD-RW drive into your computer's USB port. 
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Your computer should find the new hardware and bring up the "Found 
New Hardware Wizard" window. Press the "Next" button. 



{Found New Hardware Wizard 




: 


Welcome to the Found New 
Hardware Wizard 


This wizard helps you install a device driver for a 
hardware device. 


: 

■ 
■ 




■ 


To continue, click Next. 






< Back |i Next> i| Cancel 





I 



Select the "Search for a suitable drive" option and press the "Next" 
button. 



Found New Hardware Wizard 



Install Hardware Device Drivers 

A device driver is a software program that enables a hardware device to work with 
an operating system. 



This wizard will complete the installation for this device: 
USB Optical Storage Device 



A device driver is a software program that makes a hardware device work. Windows 
needs driver files for your new device. To locate driver files and complete the 
installation click Next. 

What do you want the wizard to do? 

* IrbKli j ■ ill able dfi r-t Ivt r.v- dr K r U-r\ ■:.f.if..ei idedl 

f Display a list of the known drivers for this device so that I can choose a specific 
driver 



(Back | Next> | Cancel 
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Put a check box on "Specify a location", and uncheck everything 
else. Then press the "Next" button. 



Found New Hardware Wizard 



Locate Driver Files 

Where do you want Windows to search for driver files? 




Search for driver files for the following hardware device: 
USB Optical Storage Device 

The wizard searches for suitable drivers in its driver database on your computer and in 
any of the following optional search locations that you specify. 

To start the search, click Newt. If you are searching on a floppy disk or CD-ROM drive, 
insert the floppy disk or CD before clicking Next. 

Optional search locations: 
V [Floppy disk drives 
r CD-ROM drives 
|7 Specify a location 
I Microsoft Windows Update 



Hit the "Browse" button and select "A:\Win98&2000" where A is 
your floppy drive letter. Then press the "OK" button. 



Found New Hardware Wizard 



Insert the manufacturer's installation disk into the drive 
selected, and then click OK. 



OK 



Cancel 



Copy manufacturer's files from: 



A:\Win98S2000 



~E1 



Browse.. 
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Press "Next" after it has found your new hardware drivers. 



Found New Hardware Wizard 



Driver Files Search Results 



The wizard has finished searching for driver files for .your hardware device. ^^^^ 



The wizard found a driver for the following device: 
USB Optical Storage Device 



Windows found a driver for this device. To install the driver Window® found, click Next. 



a:\win382000\u2a98 2000 inf 



Back Q N •' Cancel 



Press "Finish" to complete your new hardware driver installation. 



Found New Hardware Wizard 



Completing the Found New 
Hardware Wizard 

USE! Optical Storage Device 



Windows has finished installing the software for this device. 




< Back I Finish J 



You should now see a new drive letter under "My Computer". 
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Software Installation 

The bundled mastering software gives you the complete solution for making 
CDs right from your desktop. Nero-Burning ROM, allows you to copy files 
from your computer to a recordable compact disc (Nero-Burning ROM uses a 
special write-once media that provides permanent data storage in a format 
that is readable on virtually all CD-Recordable (CD-R) and CD-ROM drives. In 
addition, the audio CDs you create with your CD recorder can be played in 
your home or car CD player. CD-RW media allows you to record and erase 
data on the CD, just like a floppy disk. With Nero-Burning ROM, you can: 

• Burn disk images. 

• Archive data. 

• Back up a hard drive. 

• Make CD boot disks. 

• Create DOS/MAC Hybrid discs (great for cross platform software 
developers) 

• Create UDF or UDF/ISO file system discs. 

• Mixed mode CDs and many other features 



Formats Supported 

Nero-Burning ROM supports the following formats: 

• CD-ROM 

o Compact Disc-Read Only Memory. A standard for CDs used as a 
digital memory medium for personal computers. The 
specifications for CD-ROM were first defined in the Yellow Book 
(see Glossary for information). 

• CD-ROM XA 

o XA stands for Extended Architecture. CD-ROM XA is an 
extension of the Yellow Book standard (see Glossary for 
information), generally consistent with the ISO 9660 logical 
format but designed to add better audio and video capabilities 
so that CD-ROM can more easily be used for multimedia 
applications. CD-ROM XA is also the physical format for Photo 
CD discs. 

• CD-DA 

o Compact Disc-Digital Audio. Jointly developed by Philips and 
Sony and launched in October 1982, CD-DA was the first 
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incarnation of the compact disc, used to digitally record and 
play back music at unprecedented quality. The standard under 
which CD-DA discs are recorded is known as the Red Book (see 
Glossary for information). 

• CD Extra 

o A multi-session CD containing audio tracks in the first session, 
and one CD-ROM XA data track in the second session. 
Additional characteristics are defined in the Blue Book standard 
(see Glossary for information). 

• Mixed-Mode 

o A CD including both computer data and CD-DA tracks in a 
single session. The data is all contained in Track 1, and the 
audio in one or more following tracks. 

Nero Burning ROM installation 

Follow the installation instructions carefully and step by step. If you encounter 
a problem, refer to the troubleshooting section on this manual. 

Power on your computer. Wait until Windows has fully loaded. 

HHI Insert the Nero-Burning ROM installation CD into your CD-ROM drive 

fcfe aai The CD will automatically run and the installation program will guide 

you through the entire installation process. 

E^B~~Reboot your computer 

To install Nero Burning ROM manually: 

Power on your computer. Wait until Windows has fully loaded. 

jUlH Insert the Nero-Burning ROM installation CD into your CD-ROM drive 

|§f||f| Click on the "My Computer" icon and open up your "D:\" drive where 
D is your CD-ROM drive letter. 

E^B~~Double click on "Setup.exe" to run the installation program. 
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Using Nero Burning Rom 

Nero is a very professional package that gives you many features not found in 
other recording software packages. In the following paragraphs, you'll be 
introduce to the Nero-Burning ROM interface as well as step by step 
instructions on how to record CD-R / CD-RW media. The software has 
extensive on-line help on all of its features and other general information. If 
you are looking for information, click on "Help" within the Nero-Burning ROM 
program and you will find a big variety of topics, including how to guides. 

Before You Begin 

Auto Insert Notification must be turned off before you begin. Failure to do so 
may result in problematic behaviour, such as system hangs and loss of data. 
Turn off Auto Insert Notification for every CD drive on your IDE bus, including 
the CD recorder itself. 

To turn off the Auto Insert Notification, follow these steps: 

1. Right-click on the My Computer icon on the desktop. 

2. Select Properties from the menu. The System Properties dialog box 
opens. 

3. Click on the Device Manager tab. 

4. Click on the plus sign next to the CD-ROM icon until you see the name 
of your CD recorder. Select it. 

5. Click on the Properties button. The Properties dialog box for your 
drive opens. 

6. Click on the Settings tab. 

7. Deselect Auto insert notification. 

8. Click on OK to close the Properties dialog box. 

9. Click on OK to close the Systems Properties dialog box. 

10. Restart your system as prompted. 
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Nero-Burning ROM interface 

This is the screen that you'll get when you first start Nero-Burn ROM. 



File Edit View 



l-fflaNal J f It? I 
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E-3Q SETUP 
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(Boot) 



CD-ROM 
(Hybrid) 



CD-ROM 
(UDF) 
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Multisession 
t* Start Multisession disk 
C Continue Multisession disk 
■f* No Multisession 



■Options 

p Replace tiles in compilation 
C Archive bit set 
(• File date or length changed 
C File content changed 
C Always 
Remove deleted tiles from corripilatioi 
' Add newfiles to compilation 

' Always ask before refreshing compilation 




Open... 
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Use drag & drop to add tiles to your compilation. 










LG CD-RW CED-8042B & 



From here, you'll be able to do the following: 
Burn disc Images 
Make CD Boot Discs 

Create DOS/MAC Hybrid discs (great for cross platform software 
developers) 

Create UDF or UDF/ISO file system discs 
Audio CDs (with critical sound filters) 
Mixed-Mode CDs 

Support a wide range of CD-Recorder Drives 
CD to CD Copying 

Files/Directories from HD to Disc Image/CD 
Overburning 
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Creating a Data CD (ISO) 

We will leave all the options with their default settings. For detailed 
information, please refer to the Reference Chapter in the manual. The manual 
is on the Nero-CD in the form of an Acrobat document. 

1. Click on the CD-ROM (ISO) icon in the New Compilation dialog window, 
which opens after you start Nero. If you have already opened Nero, you 
can reach this dialog window through the icon for "New Compilation". 

2. By opening the property page File Options you can switch between Mode 1 
and Mode2/XA. If these settings appear dimmed/disabled, then these 
settings can't be modified right now. This might for example be the case if 
you have created an ISO CD Mode 1 and want to continue it using Mode 2. 
A CD, which has been recorded with different ISO or sector formats, might 
be unreadable! 

3. Now click on the "New" button at the right. 

4. The corresponding blank compilation window for CD-ROM opens. Using 
drag & drop, compile the files for the CD by clicking on the desired files in 
the File Browser with the mouse and then dragging them into the 
compilation window. 

5. If the File Browser has not yet been opened, you can do that now by 
entering the VIEW > New File Browser command or by clicking on the File 
Browser icon. 

6. Now open the Write dialog. The easiest way to do this is to click on the 
Write CD icon in the toolbar. You will then go to the Write CD dialog box, 
which will undoubtedly look familiar to you: it is the same box which you 
saw for the creation of a new compilation, only now the Burn property 
button is shown on the top. 

7. You will see several boxes, of which some have already been selected. All 
of the preferences may now be examined and changed if necessary. 

8. Note: If you wish to create a CD-ROM as a single session, you must click 
on the Finalize CD box. Do not click this box for a session of a multi- 
session CD, unless it is the last session. The CD is write-protected after 
this. Now you may confirm by clicking on the Write button. All of the 
selected steps will now be carried out in sequence including the burn 
process. So that you can follow exactly what is happening, a status 
window is displayed in which the individual steps are listed. 

9. As a last step, you will see a message like "burn process was 
successful with 2x(300 KB/s)" and the CD will be ejected. 

10. You may now check to see for yourself what was written onto your new 
CD by re-inserting the CD and clicking on the CD info icon. 
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Creating an Audio CD 

To write your own Audio CD, you can choose between two methods: 

1. The first one Compiling .CDA audio files "on the fly" allows you to extract 
audio files (.cda) "on the fly" from several CDs, without having to save 
them first on your hard disc. This method requires Track-at-Once 
recording mode. This means that you will not be able to make use of 
some features of your CD recorder (e.g. variable pause length, CD Text or 
index setting) since such features are only available in disc-at-once mode. 
The reason why you are able to burn such a compilation only in track-at- 
once mode, is that during the writing process, you may have e.g. to insert 
several source CDs in your CD recorder if the selected audio tracks come 
from different CDs. This means that the CD recorder would have to wait 
before writing the next track: you would get then a buffer underrun and 
the CD wouldn't be readable. 

2. The second one Compiling .Wav files allows you to extract audio files from 
several CDs but you will have first to save them as .wav files on your hard 
disc. This method requires you to have enough space on your hard disc 
since about 10 MB are needed to save one minute of music! Once the files 
have been saved on your hard disc, you will be able to write your audio 
compilation in "Disc-at-Once" mode. Using the Disc-at-Once recording 
mode, you will be able to make use of features such as variable pause 
length settings, index setting.... etc. 

Writing mode: Track-at-Once 

We will leave all the options with their default settings. For detailed 
information, please refer to the Reference Chapter in the Nero-Burning ROM's 
manual. Follow carefully the instructions. 

1. Click on the Audio-CD icon in the New Compilation dialog window, which 
opens after you start Nero. If you have already opened Nero, you can 
reach this dialog window through the icon for "New Compilation". 

2. Now click on the new button at the right. The corresponding blank 
compilation window for Audio CD opens. 

3. If the File Browser has not yet been opened, you can do that now by 
entering the VIEW > New File Browser command or by clicking on the File 
Browser icon. 

4. Insert in your drive the first CD you want to extract audio tracks from. 

5. In the Nero file browser or in the Explorer click on the drive letter 
corresponding to the drive you insert the original CD in. The contents of 
your CD will be displayed. 
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6. Using drag & drop, compile the files by clicking on the desired files with 
the mouse and then dragging them into the audio compilation window. 

Note: By compiling the selected audio tracks, Nero will analyze the track's 
information. You will be asked to give a name to each CD you want to 
extract audio tracks from. 

7. If you want to extract audio files from a second CD, just insert now the 
second CD and compile the files in the same way you did it in step 6. If 
the first CD you have inserted was the only CD you wanted to extract files 
from, just continue with step 8. 

8. Once you have compiled all audio data, open the Write CD dialog. The 
easiest way to do this is to click on the Write CD icon in the toolbar. You 
will then go to the Write CD dialog box, which will undoubtedly look 
familiar to you: it is the same box which you saw for the creation of a new 
compilation, only now the Burn property sheet is shown on the top. 

9. You will see several boxes, of which some have already been selected. All 
of the preferences may now be examined and changed if necessary. 

Important: Audio data that have been compiled "on the fly" without 
being first saved as wave files, can only be written in track-at-once mode. 
This means that you will not be able to make use of some features of your 
CD recorder (e.g. CD Text, variable pause length, or index setting) since 
such features are only available in disc-at-once mode. 

10. Confirm by clicking on Write. If the compiled audio tracks have been 
extracted from several CDs, a message will be displayed during the burn 
process asking you to insert the CD corresponding to the track Nero is 
ready to write. 

11. Finally, the CD will be ejected. 

12. You may now check to see for yourself what was written onto your new 
CD by re-inserting the CD and clicking on the CD info icon. 

Important: if your audio CD contains crackling noises or sounds strangely 
distorted, you have most likely trouble with the so-called "Audio Jitter". 
These problems are case by hardware failures to read audio data correctly. 
Please refer to "Checking the audio features of your CD-ROM drive and CD 
ROM-Read speed settings". 
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Writing mode: Disc-at-Once 

We will leave all the options with their default settings. For detailed 
information, please refer to the Reference Chapter in the Nero-Burning ROM 
manual. Carefully follow the instructions. 

1. If the audio tracks you want to write to a CD are not in a Wav. Format, 
please save them first into this format (see Saving audio tracks). 

2. Click on the Audio-CD icon in the New Compilation dialog window, which 
opens after you start Nero. If you have already opened Nero, you can 
reach this dialog window through the icon for "New Compilation". On the 
property sheets, the Audio-CD card is on the top. 

3. Now click on the "New" button at the right. 

4. The corresponding blank compilation window for Audio CD opens. If the 
File Browser has not yet been opened, you can do that now by entering 
the VIEW > New File Browser command or by clicking on the File Browser 
icon. 

5. Using drag & drop, compile the files for the Audio CD by clicking on the 
desired files in the File Browser with the mouse and then dragging them 
into the compilation window. 

6. Now open the Write CD dialog. The easiest way to do this is to click on the 
Write CD icon in the toolbar. You will then go to the Write CD dialog box, 
which will undoubtedly look familiar to you: it is the same box which you 
saw for the creation of a new compilation, only now the Burn property 
sheet is shown on the top. 

7. You will see several boxes, of which some have already been selected. All 
of the preferences may now be examined and changed if necessary. 

8. Confirm by clicking on Write. 

9. Finally, the CD will be ejected. 

10. You may now check to see for yourself what was written onto your new 
CD by re-inserting the CD and clicking on the CD info icon. 

Important: if your audio CD contains crackling noises or sounds strangely 
distorted, you have most likely trouble with the so-called "Audio Jitter". 
These problems are case by hardware failures to read audio data correctly. 
Please refer to "Checking the audio features of your CD-ROM drive and CD 
ROM-Read speed settings". 
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Duplicating a CD 

You can choose between two methods if you want to copy a CD. 

1. The image copy: The original CD will be read from the recorder and Nero 
will then create and save an image file, with the contents of your CD, to 
e.g. your hard disk. In a third step, Nero writes the image file onto a blank 
CD-R /CD-RW. 

2. The copy on-the-fly: Nero will read directly from your CD-ROM drive and 
write to your recorder, without creating an image file on your hard disk 

It's hard to give general advice on when to use "On The Fly" and when to 
use "Image Copy". The following list can give you some hints: 



Choose "Image Copy" if you: 

1. Want the best possible reproduction (especially concerning audio tracks) 

2. Have enough time for an image copy, which takes somewhat longer than 
an "On The Fly" copy. 

3. Have enough free space on a hard disk to store the CD image (you will 
possibly need several hundred megabytes!). 

4. Want to write multiple copies of a CD. 

5. Expect read errors on the source CD (for example: scratches and dust on 
CD). 

6. Want to copy mixed mode (a data track and one or more audio tracks) 
CDs. This is because some CD-ROM drives have a unholy tendency to 
"hang up" (that means they don't respond any longer to SCSI/DIE 
commands most likely crashing your computer) while reading blocks 
between the data and the audio track of a mixed mode CD. If this 
happens while an "On The Fly" copy takes place your destination CD will 
be crushed by a "Buffer Underrun". 



Choose "On The Fly" copy if you: 

1. Don't have much time. 

2. Don't have enough free space on your hard disk (hint: 1 minute of audio 
takes about 10 MB and a CD image file may be several hundred MB 
long!). 

3. Want to copy a CD-ROM (no audio tracks) and trust the error correction 
capabilities of your CD-ROM drive. 

4. Want to copy mixed mode (a data track and one or more audio tracks) 
CDs and are pretty sure (by experience?) that your CD-ROM drive will 
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read audio tracks perfectly and won't "hang up" (see above) between the 
data and audio track of a mixed mode CD. 

5. Don't care if audio index positions get lost. 

6. Have lots of empty CD recordable CD-R. 

7. Nero versions 3.0 or higher are capable of burning "On The Fly" copies 
using a CD-ROM drive as input device. You don't need several hundred 
megabytes of free volume space on your hard disk any longer and will be 
able to copy CDs much faster. That's the good news. 

Copying a CD 

We will leave all the options with their default settings. For detailed 
information, please refer to the Nero-Burning ROM Reference Chapter in the 
manual. Follow the instructions carefully. 

1. Click on the CD-Copy icon in the New Compilation dialog window, which 
opens after you start Nero. If you have already opened Nero, you can 
reach this dialog window through the icon for "New Compilation". On the 
property sheets, the Burn card is on the top. 

2. Click on the property sheet Copy options to select the copy method you 
want. 

3. Insert the original CD in your recorder or in your CD-ROM drive, 
depending on whether you have selected the copy "On-The-Fly" method 
or the "Image-Copy" method. 

4. By clicking on the CD Copy button, the Write CD dialog box will open. 

5. Now you may confirm by clicking on the Copy CD button. All of the 
selected steps will now be carried out in sequence including the burn 
process. So that you can follow exactly what is happening, a status 
window is displayed in which the individual steps are listed. 

6. As a last step, you will see a message like "burn process was 
successful with 2x(300 KB/s)". 

7. Finally, the CD will be ejected. 

8. You may now check to see for yourself what was written onto your new 
CD by re-inserting the CD and clicking on the CD info icon. 

Important: If your audio CD contains crackling noises or sounds strangely 
distorted, you have most likely trouble with the so-called "Audio Jitter". 
These problems are case by hardware failures to read audio data correctly. 
Please refer to checking the audio features of your CD-ROM drive and CD 
ROM-Read speed settings 
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Saving Audio Tracks 

The tracks on your audio CDs are in CDA format. You can save these tracks 
onto your system as WAV files. To do this, follow the instructions below: 

1. Insert an audio CD into the CD Rewritable drive. 

2. From the main Nero Burning Rom window, select "CD-Recorder" from 
the toolbar. 

3. Select "Save Track..." from the drop down menu. 

4. Use your mouse to select the audio tracks you want to convert to WAV 
format. (To select multiple tracks, hold the Ctrl button while selecting with 
the mouse). 

5. Make sure you choose (browse) a path to where you want to save the 
tracks. 

6. Press the "Save" button to begin saving the tracks to your hard drive. 
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Troubleshooting 

The following section describes common problems you may encounter, along 
with some suggestions for resolving them. 

Q: The CD-ReWriter doesn't show up in My Computer or Explorer. 

The following steps will assist you to get your drive to work as a CD-ROM: 

• If you cannot find CD-ReWriter in Explorer, restart your computer, 
or shut it down and then turn it on again. 

• Make sure the computer is plugged in and that each device has 
power. To check If the CD-ReWriter receiving power properly, you 
can check the power indicator or test it by pressing eject button to 
see if the tray opens and closes. 

• Disconnect and then reconnect the CD-Rewriter's power cable. This 
might fix a faulty connection. 

• Disconnect and then reconnect the USB cable. 

Q: Not sure which drive letter was assigned to the CD-ReWriter. 

The CD-ReWriter will have an icon, just like a CD-ROM drive. You can 
easily see which icon is CD-ReWriter by double-clicking "My Computer" 
icon, then right-click CD drive's icon, and selecting Eject. The tray of 
selected drive will open. 

Q: The CD-ReWriter has problem in reading CD disc. 

There are several ways to solve this problem as follows: 

• The CD disc in the tray may be loaded upside-down, or a little off- 
center. Try re-loading the CD disc with its label side up. 

• After loading a CD disc, it will take a moment to let the CD- 
ReWriter read the disc information. When the indicator on the front 
panel stops flashing and stays green, it is ready for access. 

• If the disc you just loaded is a blank CD disc, try it later after 
copying some information to the CD. 

Q: Error message when double-clicking on the CD-ReWriter icon. 

• There is no CD in the CD-ReWriter, load a CD disc and try again. 

• After loading a CD disc, you need to wait for a short moment to let 
the CD-ReWriter read the disc information and ready for further 
access. The CD-ReWriter is ready when the light stops flashing and 
stays green. 

• The CD disc in the tray may be loaded upside-down, or a little off- 
center. Try re-loading the CD disc with its label side up. 
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Q: What are possible causes of buffer underrun 

Hard Disk 

• Extremely fragmented hard drive. 

• Not enough space in temporary directory. 

• Hard disk compression may cause buffer underruns. We do not 
recommend writing from a compressed hard disk or disk partition. 

• "Dumb" thermal re-calibration (only on very old hard drives). 

Other Hardware 

• Spin-down of CD-ROM drives you're copying data or audio from. 

• Slow source devices. 

• Source devices that transfer data in bursts. 

• Incorrect recorder controller settings. 

• Inability of the devices to sync properly. 

• Overall system configuration. 

• Computer is unable to allow data transfer fast enough. 

• Setting hard drive's read ahead optimization to "none" may cure 
buffer underruns in some cases. (Go to the Start menu | Settings | 
Control Panel | System | Performance | Advanced Settings/File 
System | Hard Disk and set "Read-ahead optimization" to "None.") 

Recording Across The Network 

• A network may be too slow to maintain adequate throughput 
speed. 

Files to Be Recorded 

• Recording many small files. 

• Damaged source files (data loss). 

• Trying to record files in use by the system or other applications. 
Other 

• Copying from a CD that is scratched, dirty, or damaged. 

• Recorder malfunction 

Q: What can I do to prevent Buffer underrun? 

You can try the following procedures to prevent buffer underrun: 

• Use a faster hard drive and defragment your hard drive at least 
once a week. 

• Do not record across a network. Copy the desired files to your local 
hard drive. 

• If your source hard disk is more than five years old, make sure it 
does smart thermal re-calibration. 
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• It may be necessary to write audio at slower speeds than those 
you can achieve for data, since writing CD-DA audio requires 
streaming more bits per second to the recorder. 

• Record in lower speed - it takes linger time to empty the buffer 
when recording at lower speed. 

• Keep the CDs, the recorder, and your source CD-ROM drive free of 
dust. 

• Close all other application programs. 

• Disable the screen saver and anti-virus programs. 

• PC power management makes PC slower and thus it may result in 
buffer underrun. Disable the power management or delay the 
power saving time. 

• Keep your CD-R/CD-RW cool. Sometimes the drive fails when they 
overheat. 

• Your system must fulfill the minimum configuration of your CD- 
recording Mastering software. 

• Do not try to copy empty directories, zero byte files, or files that 
may be in use by the system at the time of recording. 

• If your data includes more than 10,000 very small files, create a 
disc image first, or record at a slower speed. 

• The temporary directory should always have space free at least 
twice the size of the largest file you are recording. 

• Try a different brand of recordable disc. 

Q: Cannot directly copy from one CD to another. 

• Some CD-ROM disc will not allow direct copying to the CD-ReWriter 
or are not capable of digital audio extraction. 

• You need to have a supported CD-ROM drive to use as your source. 

• Some CD discs may have copy protections or other features that 
do not allow a CD-to-CD copy. 

Q: Poor audio quality. 

• Make sure the audio cable is connected completely between the 
sound card and CD-ReWriter or CD-ROM. 

• Make sure that you do not have any sound-muting feature turned 
on by way of the monitor or software. 

• Try listening to the wave files (.WAV) on your hard drive to see if 
they sounded poor before you copy them to CD. 



Q: Unable to see a second session reading from a CD-ROM drive. 

• Eject the CD and re-load it. 
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• Refresh the screen. Select the My Computer icon in Windows 
Explorer and press F5. 

• Make sure if your CD-ROM drive reads CD-RW discs. CD-RW discs 
can only be used in CD-ReWriter or newer MultiRead CD-ROM. 

• See if the CD-ReWriter or other CD-ROM drives can read the CD 
disc properly. If so, then the problem is probably with the CD-ROM 
drive. Contact the manufacturer of the drive for updated drivers or 
patch files. 

Q: Unable to see the CD label or all files on the CD within Windows 
Explorer. 

Refresh the screen. Select My Computer icon in Windows Explorer and 
press F5. 

Q: Applications cannot locate the CD in CD-ReWriter. 

Some programs only locate the first logical drive letter assigned to a CD- 
ROM or a CD-ReWriter drive. For example, if your CD-ROM drive is 
assigned drive D: and CD-ReWriter is assigned drive E:, the program 
locates drive D: only and will not locate drive E:. Thus you need to 
reassign drive letters to both your CD-ROM and CD-ReWriter drives in 
case you need to run the program in CD-ReWriter. 

• Windows: right-click My Computer icon. Click Properties item, open 
Device Manager and double-click CD-ROM drive, then click Setting 
tab. Under Reserved drive letters, select the drive letter after the 
existing letter (for both start and end drive letter) and click OK. 
Then double-click CD-ReWriter icon, then click Setting tab. Under 
Reserved drive letters, select the drive letter before current one 
and click OK. 



Q: Can I use hard drive compression software? 

It is not recommended to use hard drive compression software when CD- 
ReWriter is installed. CD-R and CD-RW writing program may check free 
space to estimate needed space. However, due to the hard drive 
compression software's compression ratio may vary from time to time. 
The actual free space available may not be enough for disc copying. 

Q: To maintain optimal writing performance 

Regularly run disc de-fragmentation and scanning programs on your hard 
drive (please refer to your Windows manual for detailed information). 
Doing this improves the access time to the hard drive, and thus ensures 
writing in higher performance. 
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Q: How come my computer does not detect the CD-RW drive when I 
connect it to a USB hub? 

Some USB hubs may not be able to detect the CDRW drive. In which case, 
you will have to connect the USB cable directly to the USB port of your 
computer system 



NOTE: 

The above are only GENERAL rules, which does not necessarily 
apply to any combination of CD-ROM drives, HDD and 
motherboards. A few trials on different configurations before 
recording are recommended. Also, try out different CD-R media 
before you proceed to make volumes duplication as you may 
figure out which brand of CD-R media originates smoother 
recording and easier access. As long as you find the best CD 
recording combination, stick to it. Have a nice recording time. 
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Limited Warranty 

Hardware Limited Warranty 



This product is warranted to be free from failures due to defects in material 
and workmanship for one year from the date of original purchase as 
evidenced by a copy of the purchase receipt. During the warranty period, 
I/OMagic at its sole discretion will repair or replace at no charge, the product 
that, in its opinion, is defective. The original purchaser is responsible for 
packing the product for shipment and for the charges to ship the failed 
product. 

If the failed product has been modified in any way without the consent of 
I/OMagic or if the failure is the result of misuse, abuse, or misapplication, 
I/OMagic has no obligation to repair or replace the failed product. 

Except as expressly provided above, the hardware and accompanying written 
materials (including the Users Guide) are provided as is without warranty of 
any kind including the implied warranties of merchantability and fitness for a 
particular purpose. The specifically does not warrant the operation of the 
hardware and will not be liable for any direct, indirect, consequential or 
incidental damages arising out of the use or inability to use such product even 
if has been advised of the possibility of such damages. Some states do not 
allow the exclusion or incidental damage, so the above limitation may not 
apply. 
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Contacting I/OMagic 

If you experience problems with this I/OMagic product and you cannot find an 
answer in the previous troubleshooting sections, you can contact I/OMagic's 
Technical Support Staff. Please have the following information ready when 
you call: 

• The name of the product you are having problems with. 

• The operating system and processor (CPU) you are using. 

• A detailed description of the problem. 

You can contact I/OMagic's Technical Support staff at the following numbers: 

• Phone: (714) 953-0675 (M-F 8:00AM - 5:00PM PST) 

• Internet: http://www.iomagic.com (Go to the technical support 
section and fill out support form.) 



Register Your I/OMagic Product 

Please take the time to send in your registration card. The serial number of 
your drive is located on the top of the drive itself. The series of numbers 
under the bar code is the serial number. 

• Go to http://www.iomagic.com and click on the "register" button. 

This is actually the fastest way to receive the latest I/OMagic product 
information and updates. Again, we would like to thank you for buying 
I/OMagic products. 
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